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Federal Communications Commission § 90.635 

the two-year renewal term. As an ex-
ception to this requirement, if the li-
censee obtains the MTA license cov-
ering its assigned spectrum in accord-
ance with §§ 90.661 through 90.671, these 
loading requirements will no longer be 
applicable and the coverage require-
ments of § 90.665 will govern. 

[47 FR 41032, Sept. 16, 1982, as amended at 48 
FR 51929, Nov. 15, 1983; 49 FR 36377, Sept. 17, 
1984; 53 FR 12157, Apr. 13, 1988; 57 FR 37731, 
Aug. 20, 1992; 58 FR 12177, Mar. 3, 1993; 59 FR 
59966, Nov. 21, 1994; 60 FR 21991, May 4, 1995; 
60 FR 48918, Sept. 21, 1995; 61 FR 6157, Feb. 16, 
1996; 61 FR 6577, Feb. 21, 1996; 62 FR 18935, 
Apr. 17, 1997; 63 FR 68969, Dec. 14, 1998] 

§ 90.633 Conventional systems loading 
requirements. 

(a) Non-SMR conventional systems of 
communication will be authorized on 
the basis of a minimum loading cri-
teria of seventy (70) mobile stations for 
each channel authorized. 

(b) A channel will not be assigned to 
additional licensees when it is loaded 
to 70 mobile stations. Where a licensee 
does not load a channel to 70 mobiles 
the channel will be available for as-
signment to other licensees. All au-
thorizations for conventional systems 
are issued subject to this potential 
channel sharing condition. 

(c) Except as provided in § 90.629 of 
this part, licensees of conventional sys-
tems must place their authorized sta-
tions in operation not later than one 
year after the date of grant of the sys-
tem license. 

(d) If a station is not placed in oper-
ation within one year, except as pro-
vided in Section 90.629 of this part, the 
license cancels automatically. For pur-
poses of this section, a base station is 
not considered to be in operation un-
less at least one associated mobile sta-
tion is also in operation. 

(e) A non-SMR licensee may apply for 
additional frequency pairs if its au-
thorized conventional channel(s) is 
loaded to seventy (70) mobiles. Applica-
tions may be considered for additional 
channels in areas where spectrum is 
still available and not applied for, even 
if the already authorized channel(s) is 
not loaded to 70 mobile units, upon an 
appropriate demonstration of need. 

(f) Wide area systems may be author-
ized to persons eligible for licensing 
under subparts B or C of this part upon 

an appropriate showing of need. For 
loading purposes, if the total number of 
mobile stations justifies the total num-
ber of authorized based frequencies in a 
given area, the system will be con-
strued to be loaded. 

(g) Regional, statewide, or ribbon 
configuration systems may be author-
ized to persons eligible for licensing 
under subparts B or C of this part upon 
an appropriate showing of need. In a 
ribbon, regional or statewide system, a 
mobile station will be counted for 
channel loading purposes only for the 
base station facility in the geographic 
area in which it primarily operates. If 
this cannot be determined, it will be 
counted fractionally over the number 
of base station facilities with which it 
communicates regularly. 

[47 FR 41032, Sept. 16, 1982, as amended at 48 
FR 51929, Nov. 15, 1983; 56 FR 65860, Dec. 19, 
1991; 59 FR 59966, Nov. 21, 1994; 62 FR 18935, 
Apr. 17, 1997; 64 FR 10397, Mar. 4, 1999] 

TECHNICAL REGULATIONS REGARDING 
THE USE OF FREQUENCIES IN THE 806– 
824 MHZ, 851–869 MHZ, 896–901 MHZ, 
AND 935–940 MHZ BANDS 

§ 90.635 Limitations on power and an-
tenna height. 

(a) Systems to be located within 24 
km. (15 mi.) of the geographic center of 
the 50 urbanized areas detailed in table 
1 will be considered ‘‘urban’’ systems. 
All others will be considered ‘‘subur-
ban’’ systems. 

(b) The effective radiated power and 
antenna height, for base stations used 
in suburban-conventional systems of 
communications, shall be no greater 
than 500 watts (27 dBw) and 152 m. (500 
ft.) above average terrain (AAT), re-
spectively, or the equivalent as deter-
mined from table 2. These are max-
imum values, and applicants are re-
quired to justify power levels and an-
tenna heights requested. For service 
area requirements less than 32 km. (20 
mi.) in radius, see table 3. 

(c) The effective radiated power and 
antenna height for base stations used 
in trunked and urban-conventional sys-
tems may not exceed 1 kilowatt (30 
dBw) and 304 m. (1,000 ft.) above aver-
age terrain (AAT), respectively, or the 
equivalent thereof as determined from 
table 2. These are maximum values, 
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